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Any suggestions or comments to this instruction or 
product are welcome.  Please contact us through 
our website or email engineer@sdcsecurity.com 
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INSTALLATION INSTRUCTIONS

VIEW FROM TOP OF DOOR
ACTIVE
STILE

S5200 SURFACE VERTICAL ROD EXIT DEVICE

CENTER OF DEVICE

2X .625 
FROM END OF
BOTTOM RAIL

.594

1.188

1.128

1.438

2.875

3.268

3.250

2X .313

2X .500

2X .250

40 INCHES
TO BOTTOM OF DOOR

HINGE
STILE

2X DRILL & TAP 1/4-20
THRU INSIDE DOOR
FACE ONLY

Ø .500
THRU INSIDE DOOR

FACE ONLY

4X DRILL & TAP 1/4-20
THRU INSIDE DOOR

FACE ONLY

2X DRILL & TAP 1/4-20 
THRU INSIDE DOOR 

FACE ONLY
INTERIOR VIEW OF DOOR

Electrical Specification
24 VDC @ 700 / 200 mA
RED (+) BLK (-)

2X  1.125
THRU INSIDE DOOR
FACE ONLY

3.219

2.406
FROM TOP OF DOOR FRAME

3.219

1.219
FROM BOTTOM OF DOOR

1.128

1.128

2X DRILL & TAP 1/4-20 
THRU INSIDE DOOR 

FACE ONLY

TOP OF DOOR 
FRAME
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TOP STRIKE – CENTER PIVOT HINGE
STILE & FRAME PREP

VIEW FROM UNDER TOP OF FRAME

ACTIVE 
STILE STRIKE

1.128
FROM EDGE OF DOOR

2X DRILL & TAP 1/4-20 
THRU INSIDE DOOR 
FACE ONLY

2.406
FROM TOP OF DOOR FRAME

3.219

INTERIOR VIEW OF DOOR

3X DRILL & TAP #12-241.128
FROM LEADING 
EDGE OF DOOR

.891

2X .594
FROM FACE OF DOOR

.875
FROM FACE OF DOOR

1.781

DOORFRAME



BOTTOM STRIKE – CENTER PIVOT HINGE
STILE & FRAME PREP
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INTERIOR VIEW OF DOOR

ACTIVE 
STILE

STRIKE

1.128
FROM EDGE OF DOOR

2X DRILL & TAP 1/4-20 
THRU INSIDE DOOR 
FACE ONLY

1.219
FROM BOTTOM OF DOOR

3.219

(.250)
DOOR GAP

.500
MIN. DEPTH 

NEEDED FOR STRIKE

VIEW DOWN TO FLOOR

2X DRILL & TAP #10-32

.478
FROM LEADING 
EDGE OF DOOR

2X .750
FROM FACE OF DOOR

6" WIDE THRESHOLD 
REQUIRED

1.300 
THRU WALL OF THRESHOLD

1.910
THRU WALL OF THRESHOLD

.831

1.625

.163

DOORFRAME



TOP STRIKE – OFFSET PIVOT HINGE DOOR
STILE & FRAME PREP
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VIEW FROM UNDER TOP OF FRAME
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INTERIOR VIEW OF DOOR

ACTIVE 
STILE STRIKE

1.128
FROM EDGE OF DOOR

2X DRILL & TAP 1/4-20 
THRU INSIDE DOOR 
FACE ONLY

2.406
FROM TOP OF DOOR FRAME

3.219

3X DRILL & TAP #12-24
1.128

FROM LEADING 
EDGE OF DOOR

1.781

2X .594
FROM FACE OF DOOR

.875
FROM FACE OF DOOR

REMOVE DOOR 
STOP IF PRESENT

DOOR

FRAME

.891
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BOTTOM STRIKE – OFFSET PIVOT HINGE DOOR
STILE & FRAME PREP
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INTERIOR VIEW OF DOOR

ACTIVE 
STILE

STRIKE

1.128
FROM EDGE OF DOOR

2X DRILL & TAP 1/4-20 
THRU INSIDE DOOR 
FACE ONLY

1.219
FROM BOTTOM OF DOOR

3.219

(.250)
DOOR GAP

.500
MIN. DEPTH 

NEEDED FOR STRIKE

VIEW DOWN TO FLOOR

2X DRILL & TAP #10-32

2X .750
FROM FACE OF DOOR

1.910
THRU WALL OF THRESHOLD

.478
FROM LEADING 
EDGE OF DOOR

1.300 
THRU WALL OF THRESHOLD

1.625

.163

REMOVE DOOR 
STOP IF PRESENT

DOOR

FRAME

.831
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CYLINDER PREP

OPTIONAL CYLINDER PREP
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CENTERLINE OF DEVICE

Ø 1.188
THRU OUTSIDE DOOR
FACE ONLY

Ø .563
THRU INSIDE DOOR 

FACE ONLY
2X Ø .234
THRU INSIDE
DOOR FACE ONLY
       Ø .356 X 82°

.813

.406

1.128

.250
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S5200 HEAD MOUNTING SCREW 
INSTALLATION

Cut Cable Ties off of the Rod Actuators.  Remove both Rod Actuators by removing the existing Actuator Screws and 
Spacers. Insert supplied Mounting Screws into holes as shown.  Re-attach both Rod Actuators. Insert remaining 
Mounting Screws through supplied Washers and Spacers and through shown holes in the Rod Actuators and Device 
Head.

4X Supplied 
Mounting Screws

2X Supplied Washers

2X Supplied Spacers

Existing Actuator 
Screw & Spacer

Rod Actuator


